
第18卷第3期

1997年5月

环　　境　　科　　学

ENVIRONMENT AL SCIENCE

Vol. 18, No. 3

May , 1997

绍兴市富营养化水源水中有机物特性研究*
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摘要　采用超滤法对绍兴市富营养化水源水中的有机物进行了分子量测定,继而考察了不同分子量区间的有机物

对色度、紫外吸收的影响,并与淮河(蚌埠段)水及密云水库水中的有机物特性做了比较。发现密云水库水以小分子

有机物为主,分子量小于3000的有机物占总 DOC 的96. 7% ,而绍兴水及淮河水(蚌埠段)中有机物相对分子质量分

布相对较为均匀,分子量大于3000的有机物占总 DOC的比例分别为28. 37%和38. 28%。水中有机物特性与其来源

密切相关。
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　　目前由于分析手段的限制,国内给水处理

领域的大多数研究还停留在对综合水质项目

(如 TOC、DOC等)的测定这一水平上, 限制了

人们对水处理内在规律的掌握.本研究采用超

滤法研究了绍兴市富营养化水源水有机物相对

分子质量分布及各分子量区间的有机物产生的

色度及其紫外吸收特性,并与我国另外2种典型

水源水中有机物的特性进行了对比. 对水源水

中有机物特性的全面了解将成为水处理工艺选

择的重要依据.

1　试验材料及方法

1. 1　试验材料及预处理
* *

微孔膜: 0. 45 m 微孔膜采用美国 M illi-

por e 公司产 HA 型 47mm 滤膜. 其预处理方

法为:纯水或蒸溜水沸煮3次(光滑面向下, 每次

30m in)→纯水冲洗3次→浸于纯水中放在4℃

冰箱中保存待用.过滤前先过滤250m l高纯水,

方能抽滤.

超 滤 膜: 采 用 美 国 Amicon 公 司 产

YM100, YM 10, YM 3, YM 1, YC05膜, 其截留

分子量相应为100 000、10 000、3000、1000、

500,膜直径为62mm.

超滤器: 采用美国 Amicon 公司生产的

8200型超滤器, 有效容积为160ml ,最大耐压为

0. 53M Pa,内有磁力搅拌装置.

压力源:高纯氮气瓶.

真空泵: Waters DOA-V130-BN 型真空

泵.

1. 2　膜过滤过程

采用逐级过滤,如图1所示* * .注意每次过

滤前先过滤100ml 高纯水再过滤水样,废弃初

滤液50ml后取样.超滤杯中的水样不能压干以

防止影响超滤膜性能, 必须剩余30—40m l水样

并将之废弃,然后再加入水样继续过滤.

0. 45 m 滤膜

↓

YM100超滤膜

↓

YM10超滤膜

↓

YM 3超滤膜

↓

YM 1超滤膜

↓

YC05超滤膜

↓
图1　相对分子质量测定的膜过滤过程示意图

1. 3　水质分析项目和方法

T OC 采用日本岛津 TOC-5000测定仪测定.

DOC:水样经0. 45 m 滤膜过滤后, 测定其

T OC.



　　UV254: 采用 UV-250紫外分光光度计,比

色皿为1cm 石英比色皿.

2　试验结果与分析

2. 1　水源水中有机物相对分子质量分布特征

水源水中小于某一相对分子质量的有机物

含量及不同相对分子质量区间的有机物含量测

定结果示于图2及图3.

图2　水源水中小于某一相对分子质量的有机物的含量

图3　水源水中不同相对分子质量区间有机物的含量

　　由图2及图3可见,该水源水中的有机物在

0—500及1000—3000两个相对分子质量区间的

含量最高, 分别占原水总 DOC 的30. 0%和

26. 0% .小于3000的有机物占原水总 DOC 的

71. 6% .而相对分子质量大于10000的有机物也

占有相当的比例( 21. 7% ) .对比淮河蚌埠段及

密云水库水源水中分子量的分布可以发现(见

表1) ,绍兴青甸湖湖水中有机物相对分子质量

分布与淮河蚌埠段相似,趋向均匀化.而密云水

库水中则主要是小分子有机物,大于3000的有

机物仅占总 DOC 的3. 3%.

2. 2　水源水中色度随相对分子质量的分布

水源水中不同分子量区间有机物产生的色

度见表2.可以看出, 青甸湖水的色度主要由颗

粒态有机碳及分子量在500- 3000之间的溶解

性有机物形成,这2部分有机物产生的色度占总

色度的83. 7% ,其中颗粒态有机物产生的色度

最大,达37. 7%. 由于富营养化湖泊水中藻类是

主要的颗粒态有机碳,因而可以说藻类是青甸

湖中的主要成色物质.水体颜色的变化也可以

说明当湖水中优势藻为绿藻时, 水体颜色发绿;

当湖水中优势藻为硅藻时, 水体颜色偏黑.藻类

产生的这部分色度可以通过传统处理工艺去

除. 而溶解性有机物产生的色度(占总色度的

46. 0% )传统处理将无能为力.从表4的数据来

看,这部分有机物的紫外吸收较强,意味着疏水

性较强,因而可以预测活性炭对这部分

表1　水源水中某一相对分子质量区间的有机物占 DOC 的百分比/ %

地点 < 500 500—1000 1000—3000 3000—10000 > 10000 > 3000

绍兴青甸湖 29. 98 15. 62 26. 03 12. 39 15. 98 28. 37

淮河蚌埠段 18. 30 24. 78 16. 86 12. 69 25. 59 38. 28

密云水库 40. 09 42. 93 13. 68 1. 89 1. 41 3. 30

表2　水源水色度在相对分子质量区间的分布

项目 < 500 500- 1000 1000- 3000 3000- 10000 10000- 100000 > 100000 颗粒态有机物 总计

色度/度 0. 31 4. 39 5. 73 0. 97 0. 82 1. 49 8. 29 22. 0

占总溶解色度的比 / % 2. 3 32. 0 41. 8 7. 1 6. 0 10. 9 100. 0

占总色度的比/ % 1. 4 20. 0 26. 0 4. 1 3. 8 6. 8 37. 7 100. 0
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图4　各水源水比紫外吸收值

1.绍兴水样　2.淮河蚌埠段水样　3.密云水库水样

色度将有较好的去除效果. 这部分成色物质主要

来自印染废水的染料,以及水体中的腐殖质.

2. 3　不同相对分子质量有机物紫外吸收特性

2. 3. 1　UV254及比紫外吸收值( SU VA)的概念

UV 254是指波长254nm 处的紫外吸收值.

含有芳香环结构或共轭双键结构的有机化合物

吸收紫外光.其中苯的衍生物紫外主吸收带的

位置在近紫外区的中部(～254nm )附近[ 1] . 由

于水和废水中的有机物如木质素、丹宁、腐殖质

和各种芳香族有机化合物均为苯的衍生物,而

且是天然水体和污水二级处理出水中的主体有

机物(占 DOC 的40%—60%)
[ 2] , 因而 UV254

通常被用作 DOC 的一个代用参数, 对含有水

生腐殖酸的水体尤其有效
[ 3]
.另外, U V254与色

度、消毒副产物前体物含量有较好的相关关

系
[ 3, 4]
, 水中致突变物在紫外也有明显的吸

收
[ 5]
. 同时, 紫外测定简单、迅速、价廉, 因此

UV 254越来越多地被应用于给水研究领域,成

为了解水中有机物特性的重要参数.

比紫外吸收值( SUVA )定义为单位浓度

DOC ( mg / L ) 的单位紫外吸收值 ( m ) , 即

UV 254/ DOC, 它反映了水中有机物的芳香构造

化程度. SU VA 值越高, 其芳香构造化程度越

高, 含饱和键的有机物越少. 一般说来, 来源于水

体中的生物群体(水生植物, 藻类及大型藻类、细

菌等)所产生的有机物,其 SUVA 值较低
[ 6, 7] , 而

水中腐殖酸、富里酸等疏水有机酸的 SUVA 值

较高, 亲水中性物质的SU VA 值也较高.

2. 3. 2　水源水中不同相对分子质量区间的有

机物的紫外吸收及芳香构造化程度

　　水源水中小于某一相对分子质量的有机物

的 UV254及 SUVA 如表3所示. 由表3可知,小

于3000的有机物是水中吸收紫外的主体有机

物, 其紫外吸收占溶解性有机物紫外吸收的

84. 16% ,其中1000—3000之间的有机物紫外吸

收最强,占46. 22%(表4) .

从表3可以看出,水源水中溶解性有机物的

SUVA 值较低( 1. 93) , 按照 Edzw ald等人的观

点 [ 8] ,传统处理工艺对水中 DOC 的去除效率不

会高, 事实的确如此. 从笔者的测定结果看,去

除率不到30%.

对比淮河蚌埠段水源水及密云水库水(图

4) ,可以看到:密云水库水中全部分子量范围的

有机物 SUV A 值均很低, 绍兴水源水在500—

3000相对分子质量段的有机物 SU VA 值较高,

而蚌埠水中大分子有机物的 SUVA 值较高,这

说明3种水中有机物的种类不同,这与各水体中

有机物的来源不同有关.

表3　水源水中小于某一相对分子质量的有机物的 UV254值及 SUVA值

项目 < 500 < 1000 < 3000 < 10000 < 100000 总溶解性有机物

UV 254 0. 022 0. 0407 0. 0903 0. 1003 0. 1043 0. 1073

占总 UV254的百分数 22. 50 37. 93 84. 16 93. 48 97. 20 100. 00

SU VA 1. 32 1. 60 2. 26 2. 08 2. 22 1. 93
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表4　水源水中不同相对分子质量区间有机物的 UV254值及 SUVA 值

项目 < 500 500- 1000 1000- 3000 3000- 10000 10000- 100000 > 100000

UV 254 0. 022 0. 0178 0. 0496 0. 0100 0. 004 0. 007

占总 UV254的百分数 20. 50 17. 43 46. 22 9. 32 3. 73 6. 52

SU VA 1. 32 2. 05 3. 42 1. 45 1. 38 1. 17

3　水源水中有机物的多源性与有机物相对分

子质量分布及特性

　　造成水源水中有机物特性不同的重要原因

是有机物的来源不同.

不考虑人工 DOC 的来源 (如:工业废水、

生活污水的排放) , 水体中的 DOC 主要有2种

来源: 来自土层的 DOC ( allo chthonous DOC)

及 水体 自 身产 生 的 DOC ( auto chthonous

DOC ) .前者由地下水对土壤的渗沥与降雨径

流进入水体,由于大分子有机物容易被土壤颗

粒吸附, 因而这部分有机物的相对分子质量较

小;后者主要由藻类及岸边的水生植物代谢产

生,这部分有机物的相对分子质量也不大. 因

此,如果水体未受污染,水中大分子有机物的含

量不会高,密云水库水源水中的相对分子质量

分布说明了这一点.

然而, 对于接受工业废水及生活污水的水

体来说, 其中有机物的特性将与废水中有机物

的特性密切相关. 淮河蚌埠水受造纸、酿酒、化

肥、印染、电镀、皮革等废水污染,以造纸废水污

染为主(占 COD 排放总量的52. 8% ) , 其次为

酿造和化肥(分别占17. 5%和11. 2%) .造纸废

水中含有大量的木素和大分子碳水化合物,其

残余木素高度带色; 酿造(酿酒和味精)废水中

含有大量蛋白质和淀粉,为高分子溶液;制革废

水中含有蛋白质和油脂,也为大分子有机物.由

于大分子有机物在自然水体中的分解速度很

慢,因此淮河蚌埠段水源水中大分子有机物占

有相当的比例,且大分子有机物的紫外吸收及

色度均较高.

绍兴青甸湖本身没有排污口,但与湖泊、河

流相连,湖泊水质受河流水质影响.水体中污染

物以酿酒、粮油、印染废水为主,这些废水中的

COD排放量占工业废水 COD 总排放量的近

80%. 酿酒、粮油废水中含大量大分子有机物,

但与造纸废水中的大分子有机物相比, 紫外吸

收及色度较低,因而青甸湖水源水中大分子有

机物也占有相当的比例,但其对色度及紫外吸

收的贡献不大;印染废水中含有大量的染料,这

部分有机物的分子量较小, 但对色度及紫外吸

收的贡献很大.这与水源水的分子量、色度、紫

外吸收的检测结果是相符的.
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Key words: Lake East T ahu, aquat ic plants,
silt ing-up, phosphorous.
Study on Characteristics of Organics in the
Eutrophic Source Water of Shaoxing City.
Xiaohong Luo , L ili Cao, Zhansheng Wang
( Dept . of Environ. Eng . , Tsinghua U niv ersi-
ty , 100084) : Chin. J . Env iron. S ci . , 18 ( 3) ,
1997, pp. 13_ 16
Ult raf ilt ration w as used in this study to deter -
mine the or ganics molecular w eight ( MW ) dis-
tr ibut ion in the eutrophic source w ater of
Shaoxing City . The devot ion to colo r and
UV 254 of o rganics in each MW range w as also
investig ated. T hen the characterist ics of or -
ganics in the three typical source w ater ( Huai
River, M iyun Reserv oir and Shaox ing 's eu-
tr ophic lake) w ere compared. It w as found
that the characteristics of org anics in the w a-
ter relate clo sely to it s sour ce. Organics in
M iyun Reservo ir ar e mainly of low MW, w ith
MW< 3000 occupy ing 96. 7%, w hile o rganics
in Shaox ing source w ater and Huai River cover
a more w ide MW range, organics with MW>
3000 in the sour ce w ater is 28. 37% and 38.
28% r espect ively.
Key words : organic, MW, SU VA, eutrophic.
The Preparation and Characterization of a
New Kind of Inorganic Polymer Floccu-
lant—— Ferric Polysil icate ( FPS ) . W ang
Dong sheng , Wu Q ifang , Wei Chaohai ( De-
partment of Applied Chemist ry, SCU T,
Guangzhou 510641) : Chin. J . Env iron. S ci. , 18
( 3) , 1997, pp. 17_ 19
A new kind o f ino rganic po lymer f loccu-
lant—— Fer ric Poly silicate ( FPS ) w as pre-
pared by using w ater glass, ferric chloride and
ino rganic acid as mater ial . Several factor s of
pr eparation were discussed. T he experimental
results show ed that FPS w as best prepared at
Fe/ Si ratio of 1 and act ivation t ime o f one
hour . Compared w ith PFC, FPS showed bet-
ter capability o f turbidity removal .
Key words: ino rganic polymer flocculant , act i-
vated sil ica, ferr ic chloride, coagulation mecha-
nism.
Study on Biodegradability of Refractory Or-
ganics Under the Condition of Mixed Sub-
strates . He Miao, Zhang Xiaojian et al . ( Dept .
of Env ir on. Eng . , T singhua U niversity , Bei-
jing 100084) : Chin. J . Environ. Sci . , 18 ( 3) ,
1997, pp. 20—22
A systemat ic study w as conducted on the
biodegradability and the co-ef fect of refr actory
org anics for several typical r ef ractor y hetero-
cyclic compounds under the condit ion of mixed
subst rate. T he experimental results show ed
that pyridine, quinoline and homolo gous com-
pound have similar biodeg radat ion and in-
hibito ry mechanism , of w hich co-ef fect show s

additive one; w hile the co-ef fect of the irre-
versible inhibitory subst rates shows a coopera-
t iv e effect , the co-ef fect of irr ev ersible mixed
w ith reversible inhibitor y subst rates show s a
contradictory effect .
Key words: refr actory organics, biodeg radabil-
ity , co-effect , hetorocyclic compounds, mixed
subst rate.
Pollution of Nitrogen and Phosphorus in the
Region of Wastewater Irrigation along Kui
River. Jiang Cuiling, Xia Ziqiang and Liu Ling
( Dept . of Hydrolo gy and Water Resources,
Hehai U niv . , Nanjing 210098) , Wang Lei and
Wan Zhengcheng ( Xuzhou Hydro logy and Wa-
ter Resources Survey Sect ion, Xuzhou
221006) : Chin. J . Env iron. Sci . , 18( 3) , 1997,
pp. 23_ 25
Simulated test of w astew ater irrigat ion in the
f ield and chemical analy sis of nit ro gen and
phosphor us in the soil and groundw ater at
w astewater irrig ation area and control area
show ed that high contents o f nit rog en and
phosphor us in the w astew ater had markedly
improved soil fert ility and the croup in irr ig a-
t ion area g row ed ver y well , but nit rog en and
phosphor us w hich could pollute surface and
gr ound w ater w ere accumulated in the soil .
Ammonium ion w as easily intercepted, so rbed
and transformed by so il , but high concentra-
t ion of ammonium ion could slow ly t ransporte
dow nw ard and accumulate in upper lev els of
phreat ic w ater . Wastewater irrigat ion and
rainfall drip can w ash nitrite and nit rate ions
produced by nit rificat ion in the soil and pollute
gr oundwater. The contents of nit rite and ni-
trate ions in shallow g roundw ater were st ill
seriously beyond standard at condition of satu-
rat ing irrigat ion after experience o f three
months.
Key words: nit ro gen, phosphor us, wastew ater
irrigat ion, Kui River Area.
Study of the Eff ect of Simulated Acid Rain on
the Physical and Chemical Properties of Main
Soil Types in Shandong Province. Xiao Yue-
fang, Shi Yanx i, L iu Chunsheng et al. ( Co l-
lege of Resources and Environment , Shandong
Agr icultural University, Taian 271018) , Song
Guohan ( Inst itute of Soil and Fert il izer , Shan-
dong Provincial Academy of Ag ricultural Sci-
ence, Jinan 250100) : Chin. J . Environ. Sci . , 18
( 3) , 1997, pp. 26_ 29
Fiv e types of soils i. e. brow n earth, cinnamon
so il , chao soil( cultiv ated fluviog enic so il ) , lime
concretion black so il , salt-af fected soil w ere
leached by ear th vo lume test w ith simulated
acid rain o f w hich the value of pH are 2、3、4、
5, separately f rom one year to ten years. The
results show ed that the pH values o f the
leacheated four soil ty pes w hich had been
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